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“FLUIDA” INSTRUCTIONS MANUAL 
 

 

Position the bottle filler on a flat surface and block it with the brakes provided.  

Remove packaging without damaging connection tubes. 

Check the level indicator on the back of the scale and if necessary adjust anchor bolts until the 

correct level is reached.  If the level indicator is not centred the scale will not operate correctly. 

 

SCALE FILLER  

 

This machine has to be used to fill olive oil or dense liquid. All the component are suitable to be 

used with alimentary liquid and in particular with oil: 

• Weighing scale  

• Switchboard with weight control panel  

• Electropump 

• Electric valve  

 

Place the machine on a flat surface and block the wheel. Check the scale’s level indicator and if 

necessary adjust the connection screw . 

For the priming use a rigid, helically-wound tube with a diameter of 20 mm, and be sure it is 

suitable for food and olive oil in particular. 

IMPORTANT:  For the correct operation of the machinery, use only rigid, helically-wound 

tubes of the size indicated. 
 

Make sure the electrical panel is off and proceed with the connection to the mains. Make sure that 

the weighing is free and there are not blocked part (i.e. packing part inside the weighing).  

If it is necessary to move the filler and change the location, it is compulsory to install all the 

packing to block the movement of the weighing. 

 

Make sure about the voltage of the motor: it must be the same of the mains. 

The security of the filler is guarantee by an appropriate electrical system: the check of all the 

electrical component must be made by a qualified operator 

 

It is better don’t use long electrical cord or multiplug. It is suggested to use a cord wide 1,5mm till 

20mt, and wide 2,5mm for longer distance 

 

Once connected, turn on the electrical panel making sure that the tray is free from objects. 

 

Wait a few seconds until 0000 appears on the display. Now the scale is ready for use. If the display 

dosen’t indicate this value (after you have control that the scale is free and the machine is perfect 

horizontal), press quickly the bottom “0”  (the display show ZERO) and “ENTER”  

 

USING THE MACHINE FOR THE FIRST TIME 
 

DESCRIPTION OF THE PANEL CONTROL: 

To enter inside the menu press the CONST/ENTER , and the panel indicate “Const”, and after few 

second the indication “MENU”. Press the buttom UP ARROW ▲, or DOWN ARROW ▲, to see 

all the different parameter. 

Press the buttom “Const/Enter” to go inside the parameter, and to confirm the value 

Press “Form/ Down Arrow ▲”: to move to the previous parameter, or to reduce a value 

Press “T/ UP ARROW ▲” to move to the next parameter or to increase a value. To make the tare 

value 

Press “Esc” to exit from the menu, or to change the number in the display 



Press “-0”: to cancel the displayed value 

DESCRIPTION OF THE LIGHT: 
NET: when it is dispay the net weight 

0: when the weight is 0 

►◄: when the weight is stable 

MIN: when the weight is under 20 division 

C1 and C2ù: are not in use 

 

FIRST USE: 
First weigh the amount of oil the tins are to be filled with: for example, if  5-litre cans are to be 

filled, you need to know the weight of the oil necessary to fill cans of this capacity. 

To this end, simply weigh an empty, graded 5-litre container, press the “T-UP ARROW ▲” bottom 

and proceed adding the quantity of oil needed. 

The value obtained corresponds to the value necessary for filling the container (if for example, the 

weight value found to correspond to 5 litres  is 4,750 Kg, jot down this value on a sheet of paper). 

The value is variable because it depends on the type of oil used and on the place. 
Now to came back to the total weight f our bottle press “T-UP ARROW ▲” bottom .. 

 

SETTING VALUES 
First it is necessary to know the weight of the the oil : put a graduate tank on the weighing, press the 

“T” buttom, and fill the tank with oil till the level. At the end press “T” again to came back to gross 

weight 

Once the weight corresponding to 5 litres of oil has been established, you may proceed with the 

programming of the display (make an example that the weight of 5 liter is 4,750 kg): 

1. Press the FORM bottom: the display shows FOR 1, select with UP-ARROW and DOWN-

ARROW, one of the 12 memory, and press ENTER 

2. SET 1 will appear on the display. Press ENTER. Now the weight of the filling liquid must be 

entered using the buttons  UP ARROW▲ and DOWN ARROW ▼ to identify the figure. 

IMPORTANT: to take into account the response time between the scale and the 

electrovalve, you must set a value that is lower by approx. 150 grams compared to the 

actual weight previously identified. Once the first filling has been carried out, check if the 

weight obtained is equal/lower/higher than the desired weight and correct this set value 
accordingly (Therefore the value to be entered – if we follow our example – will be 4.750 - 

0,150 = 4,600) During the first filling it is necessary make the tube completely full, so don’t 

care about the value you find in the first and second filling. 

3. Once the previous weight has been digited press ENTER, and the display show LEN 1. This 

paramether is used to set a second slow speed at the end of the filling: the machine will reduce 

automatically the speed as soon as the weight will arrive to the program value. We suggest to 

set a value of 100 gr. For example if you have set a value of the filling of 4600gr, the machine 

will reduce automatically the speed as soon arrive at 4500 gr. This function could be avoid, if 

there will be any weight set. 

4. Once the previous weight has been digited press ENTER, and the display show FOR 1  

5. Press ESC to exit from the program and came back to the weight scale 

6. The machine is ready to fill 

7. Place the tin on the scale tray and make sure it is well away from the filling head, to avoid the 

weight will be not correct 

8. Place the tin under the electrovalve so that the tin opening is as close as possible to the valve. 

9. be sure that the by-pass of the pump is CLOSED (see the manual instruction of the pump) 

10. Use the central switch to select the number of the FORM that has memorized the capacity of 5 

liter.  

11. Press the START BUTTON. The filler makes automatically the tare value, and start to fill The 

first time you have to consider that the tube are full with air, so maybe the first oil will be no 

perfect. So the first filling it will be necessary only to make the tube full with oil. 

We suggest the first filling be carried out inside a graduated container to allow the filler to 

operate at full load. After the tube are completely full load , change the by-pass of the 

pump on the position OPEN 



12. Once the set weight has been reached, the filler close the electrovalve and stop the pump. The 

display for few second show the weight of the oil inside the bottle and the F.CIC (end of the 

filling). Press STOP and the display show the total weight of the bottle  

13. At this point check the weight obtained against the value that was identified as real value. If the 

value immediately corresponds to the desired one, you can fill all the other containers by 

simply pressing the START button. If the value is not the desired one, it is necessary to reset 

SET1 inside the FORM . 

(If the resulting value is 4,680 against the 4,750 found at the beginning, add the 0,070 that are 

missing from the set SET1 value: 4,600 + 70 = 4,670) 

This value dose not depend on the type and the material of the tank (in particular with glass 

bottle the level of the liquid inside the bottle could be different even if the quantity of the oil is 

the same)  

 

The filler works with a tolerance of approx. 0,5% between one filling and the next thus complying 

with the tolerance parameters indicated by the law.  

 

Warning: the temperature of the oil must be higher than C°17. 

 

USE OF THE SPEED VARIATOR: 
The machine is supplied with an inverter speed variator. This system allow to adjust the speed of 

the pump any time: before or during the filling, in order to have higher quality in the filling of small 

bottle, or to be faster on the bigger tank. Moreover with this system it is possible to make a manual 

filling: using the switch on the panel control select the ZERO speed; then select a FORM, and press 

START. Increase the speed very slowly; as soon as you have reach the level that you need reduce to 

speed to zero, and press STOP.  

To increase or reduce the speed turn the handwheel on the panel control following the sacle. 

 

 

CLEANING 
To clean the machine, first empty the tubes by removing the priming tube from the tank that 

contains the liquid. Turn on the pump (START BUTTON) and as soon as the priming tube is 

empty, press the red stop button .  

IMPORTANT: do not operate the pump when it is empty, without liquid, for a long time as this 

may damage the rotor. 

To empty the outflowing-liquid tube, remove the tube from the pump and let the liquid pour in a 

container. Finally, disassemble the pump and wash the rotor and the body with water. 

When the pump is assembled again, make sure the OR seal ring is correctly repositioned. 

 

Warning: don’t use aggressive chemical liquid to clean the machine, i.e. soda. Because the 

rotor of the pump could be damage 
 



 

PROBLEM-SHOOTING  
 

On the display there is bLac It is an alarm of the scale. Press ESC. The 

display show the last filling quantity and keep in 

memory the same program of the last filling  

The liquid is very slow from the valve Check if the arrow of the valve is the same of the 

direction of the liquid.  

The liquid continue to leak from the valve 

without stop 

The oil is too cold. Remember the minimum 

temperature is 17 C° 

The gasket of the valve has to be replace 

The oil is not being primed 1 – Check the electric connection of the pump. 

2 – Make sure motor is running. If necessary 

pour a few drops of oil inside the body of the 

pump to help the rotor unblock. 

3 – Check the state of impeller of the rotor and 

replace if necessary. 

4 – check if the by-pass of the pump is closed  

On the display there is VUotA The selected form is not program, is empty of 

parameter 

On the display there is tArA The weight on the scale is bigger than the 

programmed MINI value. 

Liquid is leaking from the pump. 1 – Check that the tubes are tightly sealed. 

2 – The pump seal must be replaced. 

 

For all the rest of the alarm indicate by the display, see the green manual with the instruction only 

of the weighing  

 

 

TECHNICAL FEATURE 

Maximum weight: 30kg 

Power: 1,2 kw  220V 50hz 

Pipe to connect the pump: 20mm 

Filler capacity: around 35 second for 5 liter  

Minimum capacity: 60ml 

Maximum capacity 30 liter 

 


